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6" AND 8" PRV
STATION SECTION

709B

SECTION

SCALE: 1/4" = 1'-0"

NOTES:

1. 8 INCH PRV STATION SHOWN. 6 INCH PRV STATION IS IDENTICAL EXCEPT THE UPSTREAM AND DOWNSTREAM

PIPING, FITTINGS, AND VALVES ARE 6 INCHES.

2. PAINT ALL EXPOSED PIPING AND FITTINGS WITHIN VAULT AND ABOVE GRADE.

3. ALL VALVES INSIDE VAULT TO HAVE HAND WHEEL OPERATORS.

4. SET COVER SLAB FLUSH WITH SIDEWALK OR CURB ELEVATION IF LOCATED IN LAWN AREA.

SET COVER SLAB APPROXIMATELY 2 INCHES ABOVE FINISHED GRADE IF LOCATED IN LANDSCAPING AREA.
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2" 90° BEND

1/4" MIP STOPCOCK

THREADED

DIRECTLY INTO PIPE

6" BLIND FLANGE

WITH 2" TAP

6" X 3" TEE (FL)

PRESSURE GAUGE

6" GATE VALVE (FL)

8" X 6" TEE (FL)
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6" TEE (FL)

6" DI VAULT DRAIN

TO STORM SEWER

6" BUTTERFLY VALVE

6" SPOOL (FL)

2" UNION
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PIPE

2" °90 BEND

2" AIR RELEASE/VACUUM

VALVE

2" UNION

2" BRASS NIPPLE (TYP)

2" GATE VALVE

3" PRESSURE RELIEF

VALVE

6" 90° BEND (FL)

(TO CATCH BASIN

SEE STD DETAIL 710A)

6" X 3" REDUCER (FL)

6" 90° BEND (FL)

6" MIN COMPACTED

CRUSHED SURFACING

TOP COURSE

6" X 6" X 6'-0" PRESSURE

TREATED POST. ATTACH

PIPE TO POST WITH ZINC

PLATED OR STAINLESS

STEEL STRAPS AND

HARDWARE (TYP)

3'-0" MIN
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